
HORIZONTAL / VERTICAL ROTARY TABLE

TILTING ROTARY TABLE 

UNIVERSAL DIVIDING HEAD

INDEXING SPACER

INDEX TABLE

ECONOMICAL TYPE RAPID INDEX / 
SIMPLE ROTARY TABLE

UNIVERSAL ANGLE CHUCK / 
ANGLE COLLET CHUCK

UNIVERSAL TILTING ROTARY TABLE

HYDRAULIC MACHINE VISE

MILLING VISE / QUICK INDEX HOLDER /
SUPER OPEN VISE

TILTING VISE

SELF CENTERING VISE

MODULAR PRECISION MACHINE VISE

LOCK~FIXED II PRECISION MACHINE VISE / 
FREE ANGLE VISE

DOUBLE CLAMP VISE / 
COMPOUND PRECISION VISE  

MC POWER VISE

PRECISION MC POWER VISE

PRECISION COMPACT MC VISE

NC HYDRO MACHINE VISE

SUPER~HIGH JAW MC VISE

PRECISION PNEUMATIC ANG~FIXED 
POWER VISE

CONVENIENCE TYPE MACHINE VISE /
SUPER OPEN ANG-FIXED MACHINE VISE

QUICK SETTING VISE /
 HORIZONTAL MOVING QUICK VISE

A1

A5–A6

A7~A8

A9~A10

A11

A12

A13

 
A14

A15~A18

A19~A22

A23~A24

A25

A26~A28

A29

A30

A31~42

A43

A44

A45~48

A49

A50

A51

A52

MILLING VISE

FREE VISE / DRILL VISE QUICK / BENCH VISE

UNIVERSAL WORK STOPPER / T SLOT CLAMP / 
UNIVERSAL VISE JAWS WITH WORK 
STOPPER / UNIVERSAL JAWS WITH SOFT 
STOPPER / PRISMA JAW

SCREW GUIDE BLOCK

52-PCS STEEL CLAMPING KIT / T SLOT NUT
COUPLING NUT / FLANGE NUT
CLAMPING STUDS
STEP CLAMP / STEP BLOCK / C CLAMP CAST 
STEEL / SCREW JACK

GROUND PARALLELS

HEAVY DUTY TILTING PLATE / LIGHT DUTY 
TILTING PLATE

ANGLE PLATE / CROSS TABLE

U~CLAMP / PIVOT CLAMP / HAND DRIFT / EYE 
SHIELD / MILLING TABLE SLOT COVER /
 VEE BLOCKS / AUTO CENTER PUNCH / 
DRAW BAR / EXPANDABLE MACHINE GUARD 
COVER / COLLET RACK / TABLE SLOT PLATE / 
PARTS STORAGE

RIGHT ANGLE HEAD / 
HORIZONTAL MILLING ATTACHMENT

POWER TABLE FEED / AIR POWER DRAWBAR / 
PRECISION SLOTTING HEAD

UNIVERSAL CUTTER GRINDER

CHAMFERING & DEBURRING UNIT / EJECTOR 
PIN CUTTING~OFF UNIT / RODS
PRECISION CUTTING~OFF AND END SURFACE 
GRINDING UNIT

DUSTPROOF HALOGEN LAMP BEAM / 
CONCENTRATE LED LAMP

WATER COOLANT PUMP

HAND LUBRICATION PUMP

SHOCK ABSORBER

A53

A54~A55

A56~A57

A58

A59~A64

A65~A68

A69~A70

A71 –A74

A75~A78

A79

A80~A82

A83~A84

A85~A88

A89~A100

A101~A102

A103~A104

A105~A106



HV-4

HV-6, 8, 10, 12, 14, 16

ORDER
NO. NO.

A1 D H H1 A B e N.W. G.W.

HV-4 58 110 72 80 138 118 11 35 KGS 18 KGS MT-2 7KGS 7.5KGS (C) 0.3 1001-000

HV-6 78 150 80 102 205 163 11 17 40 KGS 20 KGS MT-2 12.1KGS 12.7KGS (C) 0.4 1001-001

HV-8 100 205 102 135 265 219 14 17 80 KGS 40 KGS MT-3 24.7KGS 26.2KGS (C) 0.8 1001-002

HV-10 106 254 109 163 321 276 14 17 90 KGS 50 KGS MT-3 35.5KGS 37.3KGS (C) 2 1001-003

HV-12 123 305 125 194 388 330 16 18 120 KGS 60 KGS MT-4 58.7KGS 69.8KGS (W) 2.6 1001-004

HV-14 123 353 125 225 445 389 16 18 130 KGS 70 KGS MT-4 76.61KGS 90.3KGS (W) 3.2 1001-005

HV-16 128 406 130 255 500 435 16 18 140 KGS 70 KGS MT-4 106.4KGS 123.1KGS (W) 4.2 1001-006

New Model

A1



Our Tables are made of high density Meehanite inspect 
angle to assure the excellent quality and durableness.
Use excellent machining center to process.  Spindle end 
be applied accuracy bearing.  Can be assured to keep very 
steady under load cutting.
Worm is hardened and ground.  The ratio is 90:1.  The 
work table is graduated a full 360º so that one turn of 
the handle moves the table through 4º. Micro collar is 
graduated in steps of 1’min. And vernier scale makes 
settings down to 10 seconds possible.
These Rotary Tables are popular for their excellent perfor-
mance, practical design and reasonable cost. They are 
widely used for circular cutting work, angle setting, boring, 
spot-facing and similar work.
Indexing accuracy of direct Indexing mechanism Maximum 
cumulative spacing error 1 minute.
Please choose Front-Lock 3 Jaw chuck only.

VSC-5A        SUIT FOR BS-0 OR 
                     HV-6, VUT-6, VU-150
VSC-6A        SUIT FOR BS-1 OR 
                     HV-8, 10, VUT-6, VU-200
VSC-7A, 8A  SUIT FOR BS-2 OR 
                     HV-10, 12, 14, VUT-10, 12
VSC-10A      SUIT FOR HV-14, 16

ORDER NO.

VSK-6A     SUIT FOR CS-6, CC-6
VSK-8A     SUIT FOR CS-8, CC-8
VSK-12A   SUIT FOR CC-12

ORDER NO.

ITEM
NO. MAXIMUM TESTED

1 FLATNESS OF CLAMPING 
SURFACE(CONCAVE) ±0.015

2
PARALLELISM OF 
CLAMPING SURFACE TO 
BASE

±0.02

SQUARENESS OF 
CLAMPING SURFACE TO 
ANGLE FACE

±0.02

4 TRUE RUNNING OF 
CLAMPING SURFACE ±0.015

5
TRUE RUNNING OF 
CENTER HOLE MEASURED 
AT HOLE EDGE

±0.02
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TS-1

Unit:mm

ORDER
NO.

G.W.
NO.

TS-1 108 80 HV-4, HV-6, VSI-4, VSI-5, BS-0, VUT-6, 
VU-100, VU-150 3.9 0.4 1001-022

TS-2 145 115 BS-1, CC-6
CS-6, HV-8 5.5 0.4 1001-023

205 130 CS-8, HV-10, HV-12, CC-8, VUT-10, VUT-
12, VU-200 8.1 0.4 1001-024

TS-4 260 182 HV-14, CC-12
HV-16 11.9 0.7 1001-025

*DP-2 set include index plate. crank handle, 3 pcs screw, sector, 
& U Washer.
1 carton with 1 set. Gross weight: 3.5kgs.
Meas.: 0.13 CFT.
Number of the holes of Dividing Plates

ORDER NO. WEIGHT

1.4 1001-030

26, 30, 34, 38, 41, 44, 47, 51, 57
28, 32, 37, 39, 43, 46, 49, 53, 59

61, 67, 71, 77, 81, 87, 91, 97
63, 69, 73 ,79, 83, 89, 93, 99

ORDER NO. WEIGHT

*                     HV-8, VU-200 4.5 1001-031

HV-10, 12, 14, 16, VUT-10,
VUT-12

4.6 1001-032

4.6 1001-033

4.6 1001-034

DP-1

DP-2, 3, 4, 5

TS-2~TS-4

15, 16, 17, 18, 19, 20

21, 23, 27, 29, 31, 33

37, 39, 41, 43, 47, 49

TS-1 TS-3
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FLT-103 For VSC-3F
FLT-104 For VSC-4F
FLT-0 For VSC-5F
FLT-1 For VSC-6F
FLT-2 For VSC-7F
FLT-3 For VSC-8F

Unit:mm

ORDER
NO. D d H WEIGHT

NO.

90 60 20 HV-4
VU-100 0.71 1001-036

113 80 20 HV-6
VU-150, VUT-6 1.0 1001-037

138100 20 HV-6, 8
VU-150,200, VUT-6 1.9 1001-040

170130 21 HV-8, 10
VU-200, VUT-10 3.3 1001-041

195155 24 HV-10, 12, 14
VUT-10,12 5.2 1001-042

210160 24 HV-10,12, 14, 16
VUT-12 4.9 1001-043

FLT-103A For VSC-3A
FLT-104A For VSC-4A
FLT-0A For VSC-5A
FLT-1A For VSC-6A
FLT-2A For VSC-7A
FLT-3A For VSC-8A

FLange for VSC-A TYPE

Unit:mm

ORDER
NO. D d H T-NUT SIZE WEIGHT

NO.

90 55 20 HV-4
VU-100

M8x10
3412M M8x20L 0.71 1001-044

113 72 20 HV-6
VU-150, VUT-6

M8x10
3412M M8x20L 1.0 1001-045

138 100 20 HV-6, 8
VU-150,200, VUT-6

M8x10
3412M M8x20L 1.9 1001-046

170 130 21 HV-8, 10
VU-200, VUT-10

M10x14
SPECIAL SIZE M10x25L 3.3 1001-047

195 155 24 HV-10, 12, 14
VUT-10,12

M10x14
SPECIAL SIZE M10x25L 5.2 1001-048

210 165 24 HV-10,12, 14, 16
VUT-12

M10x16
SPECIAL SIZE M10x30L 4.9 1001-049

VSC-3A        SUIT FOR HV-4, VU-100(FLT-103A)
VSC-5A        SUIT FOR BS-0 OR 
                     HV-6, VUT-6, VU-150(FLT-0A)
VSC-6A        SUIT FOR BS-1 OR 
                     HV-8, 10, VUT-6, VU-200(FLT-1A)
VSC-7A, 8A  SUIT FOR BS-2 OR 
                     HV-10, 12, 14, VUT-10, 12(FLT-2A,FLT-3A)
VSC-10A      SUIT FOR HV-14, 16

ORDER NO.

VSK-6A     SUIT FOR CS-6, CC-6
VSK-8A     SUIT FOR CS-8, CC-8
VSK-12A   SUIT FOR CC-12

ORDER NO.

ORDER
NO. d1 d2 THREAD

130mm(5”) 115 100 3-M8 BS-0, HV-6,VUT-6, 
VU-150

160mm(6”) 142 130 3-M8 HV-8, HV-10,VUT-6, 
VU-200

190mm(7 1/2”) 172 155 3-M10 BS-2, HV-10,12,14, 
VUT-10,12200mm(8”) 180 165 3-M10

250mm(10”) 225 206 3-M12 HV-14,16

ORDER
NO. d1 d2 THREAD

  160mm(6”) 142 130 3-M8 CS-6, CC-6

  200mm(8”) 180 165 3-M12 CS-8, CC-8

  315mm(10”) 285 260 3-M16 CC-12

Ø25

d FOR 3 JAW CHUCK-0.035
-0.015
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VUT-6

VUT-10

VUT-12

VUT-6 VUT-10
VUT-12

Degree per one handle 
rotation 6º 1º

vernier reading 1’ 2’

Scale of micro collar 5’ 1’

Degree per one handle 
rotation 4º 4º

Scale of micro collar 2’ 1’

vernier reading 20” 10”

Gear ratio 1:90 1:90

ORDER
NO.

MOUNTING
WIDTH WEIGHT

NO.
D H A B c e

  VUT-6 150 115 165 180 268 380 143 125 11 MT-2 90     23.5 1001-014

  VUT-10 250 155 275 255 397 495 210 187 14 MT-3 150     75.5 1001-015

  VUT-12 300 178 319 300 447 551 235 212 16 MT-4 169     108 1001-016

Tilting by rigid & strong design, 2 supporter & rigid 
clamping system construction.
Minimum set-up time.
Tilting angle can adjusted by worm & worm gear 
system.
Accurate and built for use in milling, boring and 
other machines.
Indexing, facing and other operations can be done 
rapidly
with extreme precision.
Worm shafts are hardened and ground.
Indexing can be done with optional dividing plates.

FLANGE & DP-1, DP-3

TS-3

ORDER
NO.

SUIT FOR WEIGHT
NO.

for VUT-6 1.4 1001-030

for VUT-10, 
VUT-12 4.6 1001-032

Unit:mm

ORDER
NO.

SUIT FOR G.W. MEAS
NO.

TS-1 108 80 VUT-6 3.9 0.4 1001-022

205 130 VUT-10, 
VUT-12 8.1 0.4 1001-024

New Model

Detail see A3
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ORDER
NO.

WEIGHT
NO.

for VUT-250,VUT-300 4.6 1001-032

Unit:mm

ORDER
NO.

G.W. MEAS
NO.

205 130 VUT-250,VUT-300 8.1 0.4 1001-024

ORDER
NO.

MOUNTING
WIDTH WEIGHT

D H A B c e

VUT-250 250 155 275 255 397 495 210 187 14 Ø40 150 75.5 1001-015A

300 178 319 300 447 551 235 212 16 Ø60 169 108 1001- 016A

The Feature is same as VUT-6, 10, 12 type.
For the long bar & other work piece need 
BIGGER BORE size.
Multiple purpose.

-

Upgrade your millig machine to speed up 
production.

24-NOTCH
RAPID INDEX/EACH

BIG THROUGH
CENTER HOLE

FLANGE & DP-3

TS-3

New Model

Detail see A3
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ORDER
NO.

N.W. G.W.
NO.

BS-0 19 (C)20 0.8 5” (Ø130mm) 1001-050

BS-1 32 (C)33 1.3 6” (Ø160mm) 1001-051

24 (C)25 0.8 WITH 5Ž CHUCK 1001-053

42 (C)45 1.3 WITH 6Ž CHUCK 1001-054

BS-0-J-5 is
�%�6�������¿�W�W�H�G���Z�L�W�K����Ž 3-Jaw Chuck 

Unit:mm

ORDER
NO. A B H I OF THROUGH NO.

BS-0 177 188 173 13 160 91 16 100 MT-2 18 1001-050

BS-1 245 230 220 19 205 114 16 128 MT-3 20 1001-051

Unit:mm

ORDER
NO. A1 B1 H1 I1 N.W.

BS-0 155-180 64 107 11 134 94 80-108 16 4

BS-1 170-195 64 150 11 155 110 150-115 16 5.3

Dividing Head can divide in any angle by the direct, in-
direct, or different methods. The ratio between the
warm and the warm gear is 40:1.
Hardened and ground spindle is rigidly held in a taper
roller bearing. Worm is hardened and ground also.
The swivel head can be locked of any angle from 10º
�E�H�O�R�Z���K�R�U�L�]�R�Q�W�D�O���W�R�������ž���Y�H�U�W�L�F�D�O���S�U�H�F�L�V�L�R�Q���¿�W�W�L�Q�J���W�R���E�D�V�H
assures smooth rotation.
All models have threaded spindle nose and 24 hole
dividing plate with easy conversion to fast direct index-
ing on numbers 2, 3, 4, 6, 8, 12, and 24.
Easy indexing of all numbers from 2 to 50 and many
numbers from 52 of 380. Model BS-2 is also equipped
for different indexing of all numbers from 2 to 380, and
for spiral cutting.
�$�F�F�X�U�D�W�H���S�U�H�F�L�V�L�R�Q�����O�L�W�W�O�H���E�D�F�N�O�D�V�K�����¿�Q�H���D�S�S�H�D�U�D�Q�F�H���D�Q�G
strong structure so can assure smooth rotation.

THE CHUCK FIXING HOLE IS FROM FRONT.

Call VERTEX to check 
old model’s stock.
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BS-0 BS-1

BS-0T  11/2 - 8TPI  TYPE

BS-0T  11/8 - 12TPI  TYPE

BS-1T   11/2 - 8TPI  TYPE

Plate A 15 16 17 18 19 20

Plate B 21 23 27 29 31 33

Plate C 37 39 41 43 47 49

OPTIONAL
The Chuck Fixing Hole 
Is From Front.
F. TYPE
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